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SPECTRUM GREEN MATTE
TECHNICAL SPECIFICATIONS

Spectrum furniture panels with a super matte surface.

Content of recycled material in the weight of the base bord - 91%
Content of recycled material in the weight of the finished product - 89%

A 75μ-thick transparent polyester laminate is applied to melamine-coated chipboard.
The gloss level of the finished item is ≤ 12 gloss. The maximum width of the board
that can be covered with PET laminate is 1300mm and the maximum length is
3050mm. The coating is resistant to UV radiation, scratches and chemical agents. The
boards are additionally covered with a protective film, which significantly reduces the
likelihood of damage during production and assembly of furniture elements. 

Standard Dimensions:

Other Dimensions available by request.

PET Laminate Properties:
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Board Tolerances:

Surface Properties:
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Panel evaluation should take place under a diffuse and fixed light source that
illuminates the surface uniformly. This can be sunlight or adequate artificial lighting
(between 2000-5000 lux). The approximate distance between the assessed surface
and light source should be 1,5m. Surface defects will only be acknowledged if they are
larger than 0,8mm² and visible from a distance of 0,7m at a viewing angle of
approximately 45º.

It is within tolerance for 3% of a given shipment to have defects exceeding the
standards given above, and does not constitute grounds for a claim. This tolerance is
in accordance with the European standards for chipboard and MDF manufacturers.
For technical reasons, deliveries have a permitted quantity tolerance of +/- 10%

General Information: The product is intended for use as a decorative material in
interior design and furniture making. It should only be used in dry places. The boards
must be transported and stored with the proper precautions. If necessary, they can
be stored on top of each other on a level and horizontal surface in a dry place. The
boards should be stored indoors to protect them from swelling and deformation
caused by moisture. The boards should not be stored at temperatures below 15°C
for long periods of time, as this may cause irreparable damage. The relative humidity
of storage should be between 45% and 65%. Before processing, boards should be
acclimated by storage for a period of min. 48h and under suitable conditions
(temperature of 18-22 C and humidity of 30%-65%). Processing should also take place
at room temperature. It should be noted that, especially in the colder periods of the
year, it is necessary to acclimatize all boards. If, due to the number of boards in a
stack, there is a risk of insufficient acclimatization of boards in the middle of the stack,
the acclimatization period should be extended accordingly.             

Procedure for Product Evaluation:.
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Panel position: static, vertical 
Light: fluorescent lamp at 6.500°K (Diffuse light or D65) 
Observation at an angle of 30° at a distance of 0,7 m
Observation time: max 20 s
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